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engineered
The CYBEX 750T is the strongest, toughest, and smartest treadmill on the market, delivering the best exercise 
experience for users and the most reliable performance for gym owners. Workout after workout, year after year. 
Still think all treadmills are the same? We didn’t think so.

to lead the pack

www.cybexintl.com
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specifications

Fitness Testing Includes

Color Available in five standard colors as well as two tone Platinum Sparkle and Black Chrome  
with graphite enclosures and a virtually unlimited variety of custom colors

Elevation Range -3 to 15%

Speed 0.5 to 15.6 mph (0.8–25 kph)

22”W × 62”L (55 cm × 157 cm)

Programs Quick Start and Manual as well as Weight Loss Rolling Hills; Hills, Pike’s Peak, and Hill Interval 1:1, Hill Interval 
1:2, Hill Interval 1:3 and Cardio each with ten levels. The Heart Rate Control program has user selectable heart 
rate target. Nine custom programs

Display Graphic display of profile via 10 x 15 dot matrix. LED display distance, calories, calories/hr, METs, pace,  
heart rate, time, incline and speed level

Heart Rate Monitoring Contact and Polar® (chest strap not included). Display includes multi-color indication of heart rate range

Power Cord Approximately 11’ (335 cm)

Dimensions 80” L × 34” W ( 203 cm × 86 cm)

Max User Weight 400 lbs (182 kg)

Grounded and dedicated circuit 
100 VAC ±5, 50/60 Hz, 20 amp dedicated line
115 VAC ±5, 60 Hz, 20 amp dedicated line, NEMA 5-20 plug, 45 degree offset, right angle plug
220 VAC, 60 Hz, 15 amp dedicated line, NEMA 6-15 plug, 45 degree offset, right angle plug
230 VAC ±5, 50 Hz, 15 amp dedicated line, CEE 7/7 plug
230 VAC ±5, 50 Hz, 13 amp dedicated line, UK standard plug

3hp Continuous, 6hp Peak AC brushless motor

Deck Wax impregnated marine plywood that continually replenishes itself during use with hardwood maple surfaces. 
Double sided for double life

Gerkin, Army, Air Force, Navy, Marine and a One-mile Test

Connectivity Provided by CSAFE (Fitlinxx®  Certified)

Optional Personal
Entertainment Monitor

Integrated monitor attached to display. Centrally located channel and volume controls. Headphone jack is  
readily replaceable. Power is connected internally eliminating the need for a second power source

Facility Features Facility preference setup parameters and diagnostics including units, scanning, default time, maximum time, 
review time, idle (pause) time, maximum speed and maximum elevation. Real-time clock with four time zones  
for facility management with real time display option. Selectable dormant display style

Cool-Down Feature Provides a two-minute cool down when pressed using reduced speed and elevation




